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Introduction

Thank you for purchasing the Qube Digital Cinema Server

Qube Ci n e ma {osnd esalutions for Digital Cinema provide the
ultimate combination of quality, reliability, easé&use, security and
flexibility. Designed from the ground up to operate in missiatical
applications, the architecture of the Qube prodizhily has been
conceived with the future in mind and provides an integrated workflow,
from mastering to distribution to playback to reporting to archival. Being
almost entirely software based allows the Qube system to leverage
developments in the computendustry to bring to market format

independent, powerful and flexible products.

Qube Cinema is an entire suite of products that are required for a
practical, commercially viable ertd-end implementation of Digital
Cinema from a company that has provepeztise in managing complex
technology transformations in traditional workflows, a company with a
passion for cinema and a thorough understanding of film, video, audio and
computer technology as well as the production, -postiuction and

exhibition indugries.
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It is this passion and deep understanding of this complex domain that

reflect in every aspect of our pabneaking products.

The Qube XP Digital Cinema Serveris the core component of the Qube
system that playpicture and sound and provides theatuweomation
support. Redundant power supplies and RAJD hard drives bring a high
level of reliability to the system while a detachable Qube Remote Panel
provides familiar operatioh@ontrols such as Playauseand Stopalong

with an LCD Displayand Menu KeysUnlike more complex interfaces
such as touclscreens or the mouse and keyboardQbbe Remote Panel

is a simple, familiar hardware interface that makes projectionists feel

instantly comfortable with the system.

The second generation Qube software is database driven and has a flexible

core media architecture that can work with multiptpies of picture,

sound, subtitling and metadata files stored on local and shared central

storage systems. Qube Cinema is based on the modular Microsoft

Wi ndows XPE Embedd etd maimieerraidbiitjand Sy st e m
securtywhi e deri ving benefit from Microso

architecture.
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Qube XP-D is aimed at the EZinemamar k e t and has Cinel
equipped SMPTE 292M duatliink HD-SDI ouputs and AES3 audio
outputs apart from providing analog audio outputs and optional

automation support through GPI inputs and outputs.

The Qube XFD server is standardsased DCI Compliantand designed
for interoperability. It has been certified to conform to the MXF Interop
Specification and utilizes DCsépecified MXF containers with 128t
AES encryption for media and xml for compamis and shows. 204ét
RSA encryption is utilized for keys. Watermarking support is optionally

available using both Thomson and Phillips technologies.

The base system handles D@PEG2000 high bitratt MPEG2 and
Windows Media9 picture while also being expandable with additional
software codecs. Audio is uncompresseebitér 24bit at 48KHz and

96 KHz.

Qube XP-E is aimed at the finemaand Preshow market and has a

HDCP enabledHDMI picture output and analog audio outputs.
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The Qube X-E server is also standardased and designed for
interoperability. The system utilizes DGpecified MXF containers with
128bit AES encryption for media and xml for compositions and shows.
2048Dbit RSA encryption is utilized for keyaVatermarking is optionally

available for MPE®& content.

The base system handles highraite MPEG2 pictures and also supports
Windows Media9 and is expandable with additional software codecs.

Audio is uncompressed 4t or 24-bit at 48KHz and 96KHz.

The QubeMini Digital Cinema Serveirs a powerful solution foihigh
definition cinema in alternative venues and for-gpihew applications in a

quiet, reliable, miniature package.

QubeMini has a HDCRquipped HDMIpicture output and stereo analog
and S/PDIF digal audio outputs as well as an optional 5.1 Surround
Soundinterface. Like the rest of the Qube family, the system is standards
based and designed for interoperability. It utilizes B@écified MXF
containes with 128bit AES encryption for media and xml for

compositions and shows. 26868 RSA encryption is utilized for keys.
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The base system handles high-raite MPEG2 and Windows Media 9
pictures and is expandabletiwiadditional software codecs. Audio can be

uncompressed 1bit at 48KHz or Windows Medi&D.

All Qube XPservers support subt i tfilei ng
format. Subtitle can be internally rendered or in the case of the Qube XP
D, can be sent along with timing

projector over Ethernet

Media transport is possible using portal@SATA, USB-2 or 1394a/b
hard drives, higtspeed data lines and optionally, satellite multicast

transmissions.

Qube XPServers can manage media completely automatically by deleting
older, unused media when additional space is required to ingest new
media. This again makes the system entirely automatic in operation for the
projectionist and theatre manager and considersibtylifies their lives

while reducing the possibility of humaeror.

Qube XPsystems can be managed and operated locally and remotely via a

powerful webbased Ul which shows status and, with the proper login
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credentials, allows transportontrol, scheduling, content ingest, key
management as well as setup and maintenance. System logs can also be
viewed over the web interface and are signed for verification of

authenticity.

QubeShareis a shared storage solution for mukixes with 4 TB of

RAID 5 storage and Gigabit Ethernebnnectivity. Multiple Qube XP

Servers can be connected to a single QubeShare and directly play shared

media. Designed to be housed in a secure centratidocsuch as the

Manageb s of fice or i n an I T server r o
remotely and is a highvailability system that requires virtually no

maintenance.

QubePlexis the central management system with status mmami and

control for every digital screen in the multiplex. QubePlex can be installed
on any computer in the network and provides all technical personnel in the
theatre instant feedback on the status of all screens while providing the

manager or projectiost remote control over each individual screen.

10
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QubeCastis a unique media transmission system which uses Digital
Fountainos patented wirespeed deliver
media over satellite and broadband networks much moiceetly than

conventional IP based technologies such as ftp. QubeCast can handle both
multicast and pointo-point transfers and is simply the best solution on

the market for digital cinema networks.

QubeCentral is a webbased digitatinema network control, management
and reporting system that also provides manelemand download
scheduling and transparently and securely transmits access control keys.
The system can also be used to centrally schedule commercials and
provides passworgrotected online access to-ram logs and the health

status of units in the field.

QubeMaster is a softwarébased Digital Cinema packaging solution
designed to integrate fully into a modern post environment. QubeMaster
imports or digiizes picture and sound and encodes into all supported
image compression formats including JPEG200PEG2 and Windows
Media 9. The system can also perform DGpecified encryption

simultaneously. QubeMaster provides a very powerful mastering interface

11
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which allowsTrack Filesto be added to the database, picture, sound and
subtitles to be synced accurately to foRReels Reels to be chained
together to forrCompositionsandShowso be created using one or more
Compositions. The system produces standards comigital Cinema
Packags (DCPs)andKey Delivery Message(KDMs)for distribution to
digital screens. QubeMaster also allows for Compositions to be edited for

censorship or localization requirements of different territories.

12
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Qube Cinema Terms and Concepts

| t i s useful to understand some of t h

architecture when working with the system.

The basic unit of content that can be played by the Qube Digital Cinema

Serveris theTrack File. A TrackFile is either a picture, sound or subtitle

file in one of the supported compressiand container formats. Qube

Servers support multiple compression formats includiREG2000

MPEG2 and Windows Media9 and can be expanded to include

additional compression format$rack Files must also be in a container

format supported by Qube. The supported container formeltede MXF,

ASFand AVI. Subtittesar e supported ixmlfotmateA Ci ne Can
TrackFile is analogous to a roll of picture negative or a sound negative in

the film environment.

Picture Soundand SubtitleTrack Filesare synced together with Start and
End Points to form &eelwhich can be considered equivalent to a Reel of

a FilmPrint

13
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Multiple Reels in a specific order go to form &omposition. A
Compositionalso has additionahetadata associated with iand usually
consists of a complete feature film, an advertisement commercial, a
documeatary or other logical unit of programming. In the film
environment, &Compositioncan be considered equivalent to a complete
Film Print A Compositionis the basic unit that can be made into a
Packageor DCPthat can be ingested or loaded into the Qube Server as

described later in this manual.

A Showis aPlaylist consisting of variou€ompositionsand Reelsto be
played in order along with associatddtomation EventsA Show can be
programmed to Pausautomatically at specific points, to wait for a
specified duration or until manually-started. AShow is the basic unit

thatis played by the Qube Server as described later in this manual.

The Qube Server uses the concepRofesin order to enforce certain
restrictions on what different people may do on thstesy. There are

three predefined Roles on the system.

14
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The Projectionistis the most basic role on the system. This is the default
state of the system when no one has logged in on the Windows Graphical
User Interfaceor into the Web User Interface The Projectionist may
build Shows as well dsad and play existing Shoves Composition®n

the system. The Projectionist canriogest media nor delete any files
manually though automatic ingest of medizay still be possible if

permitted by a configuration setting

The Manageris the normal operational role on the system for Ingést
Mediaand content management including the deletion of conterrder

to login as Manager, the Windows Graphical User Intertacthe Web
User Interfaces necessary. The default password for the Manager account
will be provided in a sealed envel® with the system. This password can

be changed using normal Windows procedures.

Administratoris a specialized login that allowadvancedsetup of the
system and update of the software. The password for the Administrator is

not avalable to users of the system.

15
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Powering Up the Qube Digital Cinema Server

The Qube Digital Cinema Servés best powered up in the sequence
described below. Following this sequence strictly uees that the
audience has the best possible viewing experience and minimizes any
possibility of connected systems such as the Digital Projat®Cinema

Processoand the amplifiers and speakers baiagnaged.

This assumes that the system has been installed by a qualified technician
and that all interconnections have been correctly made as described

elsewhere in this guide.

3 Switch on the Digital Projectors Ma i nSwitcR. snwermal
operation, you may choose to always leave the Mains Power
Switch on and wuse only the Projec

power up and power down the Projector.

3 Press the Projectords soft Power

sequece.

16
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3 Wait until the Projector is warmagp and fully operational.
Digital Projectos require a warpup period to perform setests
and to illuminate their lamps before they are ready to display
images orscreenMany projectors lgo require the Xenon lamps
to be manuallystruck or turned on once the projector has

completed its selfests.

3 Make sure the Digital Projecidrs S lfalsa dalled the Dowsgr
is closed. This ensures that no images are viewesti@en by the
audience until the Qube Digital Server is poweunpdand ready to

show content.

3 Switch on the Qube Digital Cinema Sensr pressing the power

button on the front peel of the system.

3 Observe the Remote Pangll the system boots. Initially, the
Remote Panel will not be lit. After a few seconds of powering up
the Qube Digital Cinema Seryéhe Remote Panel will display the

following message:

QUBE
DIGITAL CINEMA

17
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3 When the Qube Digital Cinema Serers successfully initialized,
the Remote Panahay dsplay the following message if this is the
first time it has been powered up after installation, after an upgrade

or a configuration change:

>DVI Output

oK

3 If you see this message, press key to select theDVI

Output MediaBlock.

3 Now you should see the following screen:

<None> 00:00:00
00:00:00

3 Open the Digital Projectérs S hYiou dreenow ready to load

and play content.

18



Qube XRE Operations Manual

Using the Qube Remote Panel

The Qube Remote Panm the main operational interface to the Qube
Digital Cinema ServerThe Remote Panel connects to the Qube Server
over a USBconnection and provides operators with familiar aadyto-

use Transport Control and Menu Kegkong with an LCD Status and

Menu display.

The Qube Remote Pangilovides access only to a subset of the functions

of the Qube Digital Cinema ServelAdditional configuration and
management features of the system can be accessed using a keyboard,
mouse and monitor connected to the systanthrough the Web User
Interface However, all functions required for the daily operation of the
systemcan beaccessdthrough the Remote Panel alone and the system is
not expected to be connected to a monitor, keyboard or mouse for routine

useby the Projectionist

The Qube Remote Pané& connected to the main system using an
extenddle USBcable so that it can be placed next to a Viewing Port

the Projection Roongiving the operator the ability to view the screen

19
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while operating the system. Qube Remote Pamek interchangeable

across Qube Servers.

LCD Status and
Menu Display

.'I‘lll

doube Digital Cinems

Menu Navigation Transport
& Selection Keys Control Keys

The Qube Remote Panel

The Qube Remote Paneses large keys that are easy to operate. These
keys are laid out in two sections, the Transport Control Kays the

Menu Navigation and Selection Keys

20
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The backlit, colored Transport Control Kegsntrol the playback of the
Showsin the system and their functiality will be immediately obvious

to anyone who has ever used a CD or DVD player or a tape recorder.

The Menu Navigation and Selection Kegre used to move through the
different menu selections available in the system for loading Shad's
configuring options.

Qube Remote Panel Keys

Transport Control Keys

TheStopKey is used to stop the item currently being played. The Stop, Radse
Play Transport Control Keyare active only when the system is in Transport Mode
These keygannot be used when the system is in Menu Mode.

ThePauseKey is used to pause playback or to resume playback of a paused eve
is also used to preue an item when in the St§pateso that it is ready for an instant
start. When in Pause, the system displays a still picture on the screen and muteg

ThePlay Key starts playback of an event. It can also be used to resume Naflzac
paused event. If an event has not beercpesl by pressing the Pausey first, there

will be a brief delay in starting playback when the Play Key is pressed.

21
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Menu Navigation and Selection Keys

TheUp Arrow Key is used to scroll up on Menu Items displayed on the LCD Scrq
If there are no further Menu Items above the Current Item, this key will perform r
action. A>symbol indicges the currently selected Menu Item.

TheDown Arrow Key is used to scroll down on Menu Items displayed on the LC|
Screen. If there are no further Menu Items below the Current Item, this key will
perform no action. A symbolindicates the currently selected Menu Item.

Screen. This key is not currently used in normal operation but may have special
applications as describé&uother Qube documents.

TheRight Arrow Key is used to scroll right on the Menu Items displayed on the |
Screen. This key is not currently used in normal operation but may have special
applications as described in other Qdoeuments.

ThecenterOK Key is active only when the system is in the S&ate.lt is used to
select a Menu Item displayed on the LCD Screensfmbol indicates the currently
selected Menu Item. The OKey is also used to first enter the Menu Mode.

TheEscape Keyat the top left of the Arrow Keyis used to cancel a Menu Selectiol
and return to the Previous Menu. If there is no Previous Menu, the Escape Key ¢
the Menu Modeand reactivates the Transport Mode.

‘ ThelLeft Arrow Key is used to scroll left on the Menu Items displayed on the LCI

22
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Understanding the Remote Panel Status Display

When the Qube Server is in Tigport Mode the Display on the Remote

Panelshows the status of the currently loaded Show an€dmeposition

and Reelsthat comprise this Show. When the system is playing, the

remaining duration fothe Show and the€Compositionor Reel that is

currently playing are also shown.

The four elements that comprise the Status Display are shown below:

F Current Show /

Demo 2K

DCI StEM
\

00:27:11

00:06:23
\

L

or Reel

Current Composition

Duration of
Current Show

Duration of
Current Composition
or Reel

While the first line of the Status Display shows the Current Show that is

loaded along with the Remaining Duratiofithe Show, the second line of

23
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the Status Display shows the i@nt Compositionor Reelalong with its

Remaining Duration.

When the system is in the St§patein Transport Modethe‘E] and‘E]

keys scroll through the sequenceGdmpositionsor Reelsthat comprise

the Show. The second line of the Status Display changes to show each
Compositionor Reelin sequence along with its Total Duratiaile the

time display on the first line changes to show the Remainingtn

from thisCompositionor Reelto the End of the Show.

Press@ to Cuethe CurreniCompositionor Reeland presJE] to Play

it.

Press the‘E] key to toggle between showing the codotvn of the
Remaining Timeand showing the counp of the Elapsed Time. This key

can be used to toggle between the two modes when the system is playing.

24
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Accessing Menus on the Qube Remote Panel

The Qube Remote Panalan either be in Transport Modeg in Menu
Mode In Transport Mode, the Transport Control Keys active while in

Menu Mode, the Menu Navigati@and Selection Keyare active.

3 To enter the Menu Modehe system must first be in the Stop
State If the system is Playing content or Paused, press the Stop
Key to enter the ®p State. Do not try to enter the Menu Mode

during a Show!

oK

3 When the system is in the StSpate press th key to bring up

the Main Menu. The options available in the Main Menu are:

> Shows

> Compositions

> Setup

> Media Block s
> |nfo

3 You can use thJE and E Menu Navigation Key$o move to
the desired Menu Item. Asymbol indicates the currently selected

Menu ltem.

25
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oK

3 Pressth key to select a Menu Item.

3 A Menu Item can either lead to a soienu which will show a

further list of menus or to a final list of options to be selected.

3 To exit a menu and go back to the previous menu, pred=-he

key.

3 Pressing th key when in the Main Menu exits Menu Mode

and returns the system to Transport Mode

26
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Using the Mama Web User Interface

The Qube Digital Cinema Servéas a powerful and highly interactive
Web User Interface that allows local and remote users to monitor and

control the system.

In order toaccess this Web User Interfadde following url or web

address is entered intbet web browser. In the adds the specific Qube
Servero0s machi ne name or | P addr es:
<ServerName>When accessing the Web User Interface from within the

same systemi) | o0 ¢ a kah besstbstituted for <ServerName>.

3 http://<ServerName>/mania

@—O 2 |VAlhttp://192.168.5.53/Mama/Status.aspx

Wk igStatus ‘ ‘

control shows schedule ingest

e, i At t—

| Version 2.1.577.0

While the defaul page shows the overall status of the Digital Cinema
Server the Web User Interface has multiple Pages for control, building
shows, scheduling shows, ingesting content, managing keys and viewing

logs as well as system setup and neiahce tasks.

27
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The Mama Web User Interface requires the User to Login in order to
control it. A standard Web Browsetogin Dialog will popup to
authenticate the user when the system is accessed remotely.

shows schedule ingest keys logs setup maintenance

el St el

Version 2.1.577.0

00:00/03:00

§_current ingest: <no ingest>
N

¥
13:21 . storage: a® iy added.
(+01:00) s 29% free A Composition ‘ “: “

i ecnestay 114 / 391 GB free M
June 6th Composition .~ \c

2007 Composition W

Composition VV_T.

P
[—

Composition Stomp_Short

The Status Page shows the Cotr8how that is loaded, any Ingésat is
under way, t heandBatalongewittdTsme Zanemmormation,
the Total Storagand Free Storage both in absolute and percentage terms

and a list bnewly ingested Compositions

28
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Loading Content and Keys

The QubeServer needs to load media into its internal storage before it can
play any content. The process of loading the media into the system is
called Ingesting. This process can either be performed manually or
completely automated under the control of an eglerantrol system such

asQubeCentral

If the content is encrypted, the system will also ne&eyto decode the
content. The Key is packaged inkey Delivery Messager KDM. The

KDM is a smallfile and can be ingested along with the media or
separately. It is important to understand that every system requires a
unique Key and that Keysannot be shared among systems. Keys are also
different for different content. The Key controletvalidity of the content

and allows it to be decoded between specific Start Dates and End Dates.

This validity can be modified or extended by a new Key.

The content for Qube is usually encoded in BEEG2000r MPEG2
format. The size of an entire 9@inute feature film could be as high as

300Gigabytes.

29
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The Qube Server can ingest Medrad Keysn multiple ways:

3 from a set of CEROM or DVD-ROM discs

3 from USB2 or IEEE1394 (FireWireE) hard drives and
Memory Sticks

3 from a Networkiocation

3 from a MulticastData Transmission

Ingestingcontent into the Qube system can take a variable amount of time
depending on the size of the content and the source of the content. The
fastest ingest will usually be from locally connected hard drives. In the
remainder of this manual, where USB hard dsiae referred to, the

details apply to FireWire and other locally connected media as well.

In order for content to be ingested, it should have been prepared by
QubeMasteor a compatible Digital Cinema Masterifystemand made
into aDigital Cinema Rckageor DCP that is placed on a hard drive or

network location.

Ingesting requires th&lanagerto be logged into the system using the

Windows Graphical User Interface or using the Mama Web User

30
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Interface Ingesting is not possible when the system is in its default login

of Projectionist

Ingesting is best done whahe system is in the Stop State since the

process is somewhat faster when there is no other activity on the system.

The process of Ingesting Medand Keysinto the Qube Server from
DVD-ROM discs, USBhard drives or network locations is described

below.

3 Connect the hard drive with the Mediad/or Key to a free USB
port on the Qube Server. These ports are available on the front and
rear panels of the system. Ifetltontent is on DVEROM discs,
insert the first disc into the DVIROM drive on the front panel of
the Qube Server. You can eject the DROM by pressing the
Eject button on the DVEROM drive.

3 Bring up the Mama Web User Interface as desdremlier in this

manual either on the Qube system or an external system.

3 Login to the system as Manager with the appropriate password.

31
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3 Click onIngestfrom the items listed on the top of the Mama Web

Ul

UEE S control shows schedule ingest keys logs setup maintenance

Version 2.1.577.0

a5
B current ingest

status composition progress

<  LAD_J2K

¥ transferring |l suspended C' queued

3 The Page shows a list of items currently beingested by the

system along with their status.

3 You canSuspendor Cancel other ingest operations that are in
progress using the appropriate buttons displayed next to each item
displayed on this page. Suspending an ingest will temporarily halt
it so that ¢her, perhaps more urgent, operations can be performed
while cancelling an ingest will abort it and delete any partially

ingested content.

32
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3 Click on theAdd Ingesbutton at the bottom left of the page. This
will open a panel that will allow you to startlacal or network
ingest.

© local

@ network Local drive & path or blank to auto-detect

username enter username

password enter password

domain enter domain if applicable

3 When ingesting from a hard drive connected locally to the Qube
system, leaving all the fields blank and clicking on thgest
button will autedetect any valid DCPs in the connected drive and
bring up a dialog box listing theftérent Compositions that are a

part of this DCP.

3 By default, all Compositions in the DCP will be ingested. Where
necessary, you can select or deselect specific Compositions and
click on the OK button to close the dialog box and start the ingest

operation.

33
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3 While the default selection islabcal ingest, you can also select a

Networkingest to load content over Ethernet.

® local

© network http. ftp or network share location

username enter username

password enter password

domain enter domain if applicable

3 Network content can be ingested using http, ftp or CIFS (and
SMB) protocols by entering valid urls along with usernames,

passwords and dans as necessary.

3 If sufficient space is not available to ingest the entire Package, the
application will check to see if additional space can be made free
to complete the ingest if automated media management is enabled.
The application will try to delet¢he least used and the oldest
Packages. Where sufficient space cannot be made available, an

error will be reported.

3 Where automated media management is disabled, other content

must be deleted manually when sufficient space is unavailable.

34
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3 Keys are loadednto the system in exactly the same manner as
content. Keys must be delivered as valid Key Delivery Messages

or KDMs.

. % keys

status composition start date end date

- PIRATES-3_FTR_S_EN-XX_US-
13_51_2K_DI_20070511_TDC

£ add ke download certificate chain # valid * valid in future expired 7 no key

3 Click on Keysfrom the items listed on the top of the Mama Web

ul.

3 This page lists all encrypted content stored on the system with the

status of the keys for each item.

3 Click on the Add Key button on the botton left of the page to load
KDMs from physical media attached to the system or from a
network location using http, ftp or CIFS (and SMB) protocols.
Loading KDMs is accomplished in vemguch the same manner as

described above for loading content.
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3 Each Qube system will accept KDMs meant only for it and ignore

KDMs meant for other systems.

3 In order to generate a KDM for a particular system, Dingital
Certificate Chainof that system is rpiired to be provided to the
content supplier or content management company.Didvenload
Certificate Chainlink at the bottom of the Keys Page allows you

to access this file quickly and easily.
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Building a Show

Usually, various types o€Compositionsre ingested into the Quisgstem
including feature films and prghow material such as advertising
commercials and trailers. In order to sequence the different Compositions
in the desired order for a particular cinem&howmust be created. Only
Showsor single Comositionscan be played out of the Qube Server.
Where more thana single Composition must be played sequencea

Show containinghe requiredCompositiors must be created.

Building a Show requires therojectionistor Managerto be loggednto

the system using the Windows Graphical User Interfacaising the
Mama Web User Interfacén order to login to the system, a computer
monitor, keyboard and mouse are required on the Qube system.

Alternatively, theweb User Interfaceanbeused over the network

The process of building a Show from previously ingested Compositons

described here.

3 Bring up the Mama Web User Interface as described earlier in this

manual either on the Qube system or an exteysiem.

37



Qube XRE

Operations Manual

3 Login to the system as Projectionist or Manager with the

appropriate password.

control shows
Version 2.1.332.0

Cone M ceteee ]
chooze show: [ I

B Guru RS - J2K
¥ Eight Below

% Guru 1 Subtitled
¥ Guru 2 Subtitied
é Just Married 1
% Namaste London 2
é Namaste London 1
& Just Married 2

ingest

logs

00:21:46
00:02:17
012632
01:1527
01:16:12
01:09:59
01:07:08
00:5931

wait events

?553 trigger

(% time

T _—m—

dowrame | (R [

3 Click on the ShowsMenu Itemon the top of the Web User

3

Interface. This will bring up th8hows Pagerhere new shows can

be created and existing shows can be modified.

The New Icon on the ShowsPage creates a new show and the

Delete Icon on the Shows Page deletes an existing show. An

existing show can be modified by selectihgn the Choose Show

Drop Down Box.
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3 Compositionsare listed in a box on this pagelassified into
Features, AdvertisementsTrailers, Shorts and Others for
convenienceClicking on any of thes&abslists the Compositions
of that type. Where there are more than a screenfull of
Compositions listed, scroll bars are available to scroll through the

list of Compositions.

3 The Timeline below the Compositiongarea shows a graphical
representation of the Show being edited i.e. the sequence of

Compositions that forms this Show.

3 Compositionscan be inserted into a Show bljcking and holding
the Left MouseButton over the Icomo the left of the Composition
name and dragging the Composition onto the Timeline. Where
there are already some Compositions in the Timeline, the new

Compositionds position is deter mine

3 Compositiongan bere-ordered within the Show by dragging them
to a new position within the Timeline. Deletirsg Composition
from the Show being edited is possible by dragging it from the

Timeline to any part of the screen area below it.
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3 Wait Evens cause a Show to pause. They gjf—————
wait events

listed to the right of the Compositiorisst

?{g trigger
and can also be inserted into a Show py

@3 time
dragging the Icon to the desired point in the [ =

Timeline. In the case of tHEEmeWait Event,

the duration of the pause in seconds should be entered first before
the Icon is dragged onto the Timeline. Thagger Wait Event

creates an indefinite pause until the User resumes the Show.

3 Once a Show has been sequenced, it can be savendtdiyng a
name in theShow Name Text Bdrelow the Timeline and pressing
the Save Icomext to it. If an existing Show is being modified, the
name will already be entered in the Show Name Text Box and this
can be modified to create a different version of this Shaotivowt

modifying the original.

f} f} ";_ trailer ";_ trailer ";_ trailer ";_ Wait Event é}

Risk Trailer Idle Wild Man of the Year

30 secs

3 Immediately after a Show is saved, it is available to be picked and

loaded from the Qube Remote Panel
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Selecting and Playing a Show or Composition

A Showor Compositioncan either be played from the start or it can be
resumed from the position at which it was last stopped or interrupted
before completion. The procedure to select a ShoWompositionand

Playit is described here.

3 To enter the Menu Modehe system must first be in the Stop
State If the system is Playing content or Paused, press the Stop
Key to enter the Stop State. Do not try to enter the Menu Mode

during a Show!

oK

3 When the system is in the StSpate press th key to bring up

the Main Menu. The options available in the Main Menu are:

> Shows

> Comp ositions

> Setup

> Media Block s
> |nfo
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3 You can use thJE] and ‘E] Menu Navigation Keyso move to
the ShowsMenu Item or the CompositionsMenu Item A

>symbol indicates the currently selected Menu Item.

3 Press the key to select the Show$lenu Item or the
CompositionsMenu Item This will list all available Showsr

Compositionon the sgtem that are valid and can be played.

3 You can again use th‘ZJ and ‘E] Menu Navigation Keygo
move through the various Showsted. A>symbol indicates the

currently selected Shoar Composition

oK

3 Pressth key to select the desired ShawComposition

3 If this Show or Compositionhad previously been stopped or
interrupted before completion, the system will offer the following
options:

> Resume
> Load

42



Qube XRE Operations Manual

3 To Resumea Show or Compositionfrom where it was last

oK

stopped or interrupted, select Resume and pre &ey. This

will Load the Showor Compositionand automatically enter

Transport Modavhere the system will already be in the PHste.

3 To Load a Showor Compositionand start it from the beginning,
select Load and press t key. This will Load the Shover

Compositionand automatially enter Transport Mode/here the

system will be in the Stoftate You can now press tt“__'] key to

Cuethe clip and then press tJE] key to starplayback
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Viewing System Logs

The Qube XMigital Cinema Servelogs all activity internally to a secure
and tampeproof database. The system allows access to theLBagnd

IngestLog using the Mama Web User Interface

These bgare also available as signed xml files so that authenticity can be

verified by an external application.
3 Bring up the Mama Web User Intertaas described earlier in this
manual either on the Qube system or an external system.

3 Login to the system as Projectionist or Manager with the

appropriate password.

3 Click on Logsfrom the items listed on the top of the Mama Web

Ul. This will bring up theLogsPage
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3 ThePlay Logand thelngestLog can beviewedby clicking on the
appropriate Tab.

3 The system shows the logs for the last week by default but any
desired date range can be selected by enterin§tdré Dateand
End Datein theFrom andTo date fields on this page and clicking
on the Get button. An easy to use calendar is available tk pi

dates.

June, 2007

Su Mo Tu We Th Fr Sa
27 28 29 30 31 1 2
——1 3 4 5 &6 7 8 9
011 12 13 14 15 16
17 18 19 20 21 22 23
24 25 26 27 B8 28 M
12 3 4 5 & 7

Today: June &, 2007
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